Introducing the Omni-DL

FOUR SIGNIFICANT CLINICAL ADVANCES IN ONE
SMALL, HIGHLY PORTABLE DEVICE

The Omni-DL is designed to provide the CRRT team with superior performance.
This single device addresses and resolves four significant needs:

Accuracy - from the ICU to the clinical setting, there is no room for error —
especially with patients that have small body weight who require CRRT.

The Omni-DL features accuracy of 0.125% for fluid balance (including fluid
added or removed), a level unmatched by other devices.

Reduced Hemolysis = the Omni-DL reduces hemolysis compared to other
similar devices and minimizes patient exposure to circulating free hemoglobin.

Broadest Weight Range - the smallest patients can undergo CRRT with safety
using the Omni-DL, making it appropriate for the broadest range of critically
ill patients.

Small Size and Portability - in space-constrained hospital and clinic settings,
the small profile of the Omni-DL is a welcome change. Because there are no
special electrical or plumbing needs, therapy can be taken to the patient where
and when needed.

The Omni-DL, with its advanced programmable onboard computer, is also
designed to adapt to change as the science of blood purification and fluid
management evolves.

SPECIFICATIONS - A QUICK LOOK

FLOW RATES

Blood: 0 to 220 ml/min with 5 ml/min steps
Replacement Fluid Exchange: 0 to 4500 ml/hr with 50 ml/hr steps

Dialysate Flow rate: 0 to 4500 ml/hr with 50 ml/hr steps

Effluent Fluid Removal: 0 to 4500 ml/hr

Net Fluid Removal: 0 to 2000 ml/hr with 10 ml/hr steps
SIZE (CM)

Dimensions: 53 cm (H), 34 cm (W), 20 cm (D)

Weight: Control Unit: approx. 10 kg (22 Ibs.)
Stand: approx. 10 kg (22 Ibs.)

CARTRIDGE FILTER CONFIGURATION

Use any approved CRRT/dialysis filter
The Omni-DL disposables are supplied as sterile single-use kits

FEATURES

ALL CRRT THERAPIES (SCUF, CVVH,
CVVHD, AND CVVHDF)

PRE-DILUTION MODES FOR ALL CRRT
THERAPIES

UNSURPASSED FLUID BALANCE
ACCURACY (INCLUDING NET FLUID
ADDITION OR REMOVAL) OF 0.125%

SOPHISTICATED AIR MANAGEMENT
CONTROL MINIMIZES AIR-BLOOD
INTERACTIONS

COLOR-CODED LINES PROVIDE RAPID
ACCURATE SETUP AND ENSURE PATIENT
SAFETY

INTEGRAL “PINCH” VALVES FOR PRE-FILTER
INFUSION MANAGEMENT

LOW EXTRACORPOREAL BLOOD VOLUME

INTEGRATED LASER BAR CODE READER
FOR POSITIVE IDENTIFICATION OF
INFUSION SETS

AUTOMATIC PUMP LOADING AND PRIMING

HIGHLY ACCURATE, MULTIPLE
INDEPENDENTLY PROGRAMMABLE PUMPS
MAXIMIZE THERAPY OFFERINGS

WIDEST POSSIBLE BODY WEIGHT
SELECTIONS FOR YOUR CRITICALLY ILL
PATIENTS
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